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Flow-Max® Jumbo Cartridge Filter Housings

Single cartridge models for the most “user friendly” filtration possible!
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Model "90" Model "170" Model “40"

ngs in 316SS

Flow-Max® commercial quality jumbo cartridge filter housi

" FMJCH40 2" NPT V-Band 31
FMJCHZ0 100 90" 2 NPT V-Band 56
FMJCH170 150 70" 1 > NPT V-Band 6

Note: Commercial quality jumbo cartridge housings are rated for pressures to 150 PSI (10 bar) and temperatures to 140°F with standard
jumbo cartridges and 250°F using high temp cartridges. Pressure gauges included and installed on inlets and outlet

Adjustable compression cap
provides superior sealing for both
ends of the jumbo cartridge.

User friendly Flow-Max jumbo
cartridges are easy to install,
easy to service and easy to
replace!

Model
FMJCH170
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Flow-Max® In-Line Filters

Single cartridge, metal filter housings for in-line installations.

Applications

High temperatures
High pressures
Aggressive chemicals
Water

Qils

Coolants

Plating solutions
Solvents

Lubricants

Hydraulic fluids

Models

+ Nickel plated brass heads with 304 stainless
sumps and T-Handles for easy sump removal

¢ 304 stainless steel for DOE cartridges

* 316 stainless steel for 222 o-ring end caps

» Carbon steel

* @ @ o & o & 0 @

Specifications

» Rated for pressures to 250 PSI (17.5 bar)
» Rated for temperatures to 250°F (121°C)
* Buna-N seals are standard. Optional seals available

es

FM10-BN-304-34T 10" * 3/4" 1 304SS | Nickel/Brass 7 |
FM20-BN-304-34T 20" 3/4" 1 304 SS i Nickel / Brass 10 |

*Accepts 10" and 9-7/8" wound or 9-3/4" cartridges with rigid end caps (pleated). Rated for pressures to 250 psi and temperatures to 250°F

Models with 304 stainless steel heads and 304 sumps

| FM10-304-34 10"+ 3/4" - @pass | wmdss ] ,
| FM20-304-34 20" 34" 1 30455 | 30455 | 10 i

*Accepts 10" and 9-7/8" wound or 9-3/4" cartridges with rigid end caps (pleated). Rated for pressures to 250 psi and temperatures to 250°F

end ca

Models with 316 stainless steel construction for cartridges with 222 o-ring

FM10-316-34-222 10 R N 3168 | 316SS 7
FM20-316-1-222 20" 3l 1 316 SS 316 SS 10
Note: Filter housings listed directly above are rated for pressures to 250 psi and temperatures to 250°F.

Models with carbon steel sumps and cast iron heads

|Fmi0-cS34 | 10™ 3/4" 1| Caon |  Castion | 7
FM30-CS-34 30° 3/4" 1 Carbon Castiron 12

*Accepts 10" and 9-7/8" wound or 9-3/4" cartridges with rigid end caps (pleated). Rated for pressures to 250 psi and temperatures to 250°F
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Non-Metallic Filter Housings for High Flow Rates & Low Cost

Rugged construction

Big-Bubba filter housings
are made of rugged,
glass-reinforced
polyproplylene so they will
not chip, rust or dent.

And because all wetted
surfaces are non-metallic,
they are ideal when
chemical compatibility is
an issue and for sea water
applications.

X Proprietary cartridges
fwb\ We offer a full line of
replacement cartridges for

Big-Bubba filters, all with
double o-ring seals for
superior performance.
Cartridges are easy to
install, easy to service

and easy replace.
Some of the filter media
we use in select micron
ratings are cleanable
and reusable to reduce
filtration costs.

LLow cost

Big-Bubba filters are an
economical replacement
for stainless steel filtration
equipment because of their
non-metallic construction
and today’s high cost

of stainless steel!

' Double o-rings for
/ superior sealing.

E-Z change-out

Cartridge replacement is
easy as 1-2-3:

ANS1/ NSF-61

Applications {Bbr-150) 1. Remove swing bolts.
Big-Bubba filters are 2. Remove Ird.'

ideal i 3. Rotate cartridge 1/4
for a wide range of turn and pull-up.

applications, including:

Filter inlet.

» Commercial filtration

e |ndustrial filtration

= Pre-filtration for reverse
osmaosis equipment

« Community water systems

* Sea water applications due
to their non-corrosive
construction

» Replacement for bag filters
for more filter area

¢ Replacement for multiple
cartridge filters for greater
convenience

e Water for livestock & poultry

» Whole house filtration

Two outlets

Big-Bubba filters
have two outlets on
opposite sides to allow

more flexibility with

piping configurations.
Filter may be

installed in-line or
piping may come from
the same direction. A
plug is provided for
the outlet, not used.

Filter outlet.

Big-Bubba filters offer a wide range of replacement cartridges for every application!
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Big -Bubba® filters are ideal as
stand alone filters or used for filtration systems.

ANSI/ NSF-61
CERTIFIED
(BBH-150)
Parallel installation Series installation
Parallel installations are recommended to achieve Series installations are recommended for applications
high flow rates, by installing filters on a common mani- such as surface water filtration, where cartridges
fold, feeding all filters installed in a row. having different micron ratings are used.

Three cartridge types

Pleated cartridges

Ideal for more critical applications, offering greater efficiency,
more surface area for greater throughput and reduced cost.

BBC-150-P1A PP 1 Absolute 1
BBC-150-P1 PP 1 1
BBC-150-P5 PP 5 1
BBC-150-P20 PE 20 1
BBC-150-P50 PE 50 1
Pleated cartridge BBC-150-PM150 Mesh 150 1

Note: 5, 20, 50 and 150 micron cartridges are cleanable and reusable to reduce costs.

Depth cartridges

Melt blown Polypropylene cartridges are recommended when
depth filtration is necessary for gelatinous substances and
when chemical resistance may be a requirement.

BBC-150-D1 PP 1 1
BBC-150-D5 PP 5 1

BBC-150-D20 PP 20 1 ]
BBC-150-D50 PP 50 1 Depth cartridge

Activated carbon

Ideal for whole house filtration to reduce chlorine, taste, odors and sedi-
ment.

BBC-150-AC Activated 10 1

Carbon
Activated carbon cartridge Note: We build filtration systems, or they may be installed on site. For

more information please inquire!
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