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R13 Compact Wall Mount RO

R-13 Compact Wall Mount RO
Three models for flow rates to 1200 GPD

Standard features

* Powder coated steel frames

= Inlet solenoid valve

= Pre-filter

* 1/2 HP motor

* Brass pump

¢+ Liquid filled pre-filter pressure gauge

» 2 1/2”liquid filled pump pressure gauge

= Product water & reject water flow meters

= High pressure, non-metallic membrane housings
=SS needle valves for concentrate and recycle lines
= Stainless steel product water check valve

= On/ Off toggle switch

» Low-pressure shut-off with auto restart

e Feed water and product water TDS monitor

R-13 with optional stand

Specifications Options
Feed water connection 3/4" NPTF :
Product water connection 3/8" Tubing OD FEUSs Lo B :
R2353-SD Product float switch
Reject water connection 3/8" Tubing OD Ro2a8 Whole house option*
Feed water reqUiTEd (max') 2.4 GPM *Includes 300 gal tank, product float switch and repressurization
Feed water pressure (min.) 10 PSI pump with built i controls.
Drain required (max.) 2.4 GPM Applications
Electrical requirements 120 VAC 60 Hz » Whole house * Beverages
Amps 8 [ ¢ |ce makers s Coffee shops
Pump (H.P.) 1/2 Proprietary Membranes * Labs s Restaurants
(for R-13 systems) . . ;
Note: For indoor installation only.
Models
Maximum production (gallons per day) o 250 800 VI [0 1 1200
Average membrane rejection rate 98 % 98 % 98 %
Recovery (adjustable) 8-75% 17 =75% 34-75%
Membrane size 3"x 10" 3" x 20" 3" x 20"
Number of membranes 1 (P/N R96310) 1 (P/N R96320) 2 (P/N R96320)
Pre-filter (system ships with one 5 micron cartridge) 107 20" 20"
Dimensions, approximate (W x H x D) 26" x 26" x 9" 26" x 36" x 9" 26" x 36" x 9"
Shipping Weight, estimated (Ibs.) 50 60 75

Note: Performance specifications are based on 77°F feed water, SDI < 3, TDS below 1000 ppm and pH of 8. Individual membrane productivity and rejection
rates are based on manufactures specifications. Please see water temperature conversion charts for production factor. Chlerine reduction and other
pretreatment may be required. Systems are designed for use with municipal and well water.
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R12 Series Wall-Mounted RO Systems

Compact, wall-mounted systems

Four models for flow rates to 1200 GPD.

Standard features (package #1)

= Stainless steel frame

» Automatic inlet valve

= Pre-filter housing and cartridge, 10"

* Procon pump (brass)

e 1/2 HP motor

« Liquid filled pump pressure gauge (2-1/2")

e Stainless steel pressure vessels

« Needle valve for concentrate line

* Needle valve for recycle line

= Check valve for product water (stainless steel)
= Product pressure switch with Auto/Off

* Low-pressure shut-off with automatic restart

Additional features included in package #2

= Pre-filter pressure gauges
» Product water flow meter
» Reject water flow meter

Additional features included in package #3

= Automatic fast flush for concentrate

R12-1200-2 system with optional legs

Specifications Options

Product water & reject water connection (tubing) 3/8" A

Feed water requirement (maximum) 2.4 GPM R2864 Stainless steel leg kit

Feed water pressure requirement (minimum) 10 PSIG R2353-SD Product water float switch

Drain requirement (maximum) 2.4 GPM R2288 Whole house option*

Electrical requirement 120v/60hz *Includes 300 gallon tank, product water float switch and repressuriza-
Amps 8 tion pump with built-in controls.

Pump 1/2 HP

Models

T 22"x32"x12"

50-1

1 150 15%-75% 2-1/2"x14" 1 1/2" NPT
R12-0150-2 2 150 15%-75% 2-1/2"x14" 1 1/2" NPT 22"x32"x12" 50
R12-0150-3 3 150 15%-75% 2-1/2"x14" 1 1/2" NPT 22"x32"x12" 50
R12-0250-1 1 250 15%-75% 2-1/2"x21" 1 1/2" NPT 22'x32"x12" 50
R12-0250-2 2 250 15%-75% 2-1/2"x21" 1 1/2" NPT 22"x32"x12" 50
R12-0250-3 3 250 15%-75% 2-1/2"x21" 1 1/2" NPT 22"x32"x12" 50
R12-0600-1 1 600 15%-75% 2-1/2"x40" 1 1/2" NPT 98% 22'x62"x12" 60
R12-0600-2 2 600 15%-75% 2-1/2"x40" 1 1/2" NPT 98% 22"x52"x12" 60
R12-0600-3 3 600 15%-75% 2-1/2"x40" 1 1/2" NPT 98% 22"'x52"x12" 60
R12-1200-1 % 1200 25%-75% 2-1/2"x40" 2 1/2" NPT 98% 22"x52"x12" 70
R12-1200-2 2 1200 25%-75% 2-1/2"%40" 2 1/2" NPT 98% 22"x562"x12" 70
R12-1200-3 3 1200 25%-75% 2-1/2"x40" 2 1/2" NPT 98% 22'x52"x12" 70

Notes: Performance specifications are based on 77°F feed water, 3 SDI or less, TDS below 1000 and pH of 8. Please see water temperature
conversion charts to determine actual production rate for each installation. Chlorine reduction and other pretreatment may be required.
Membrane rejection rates are based on membrane manufacturer's specifications. Pre-filter Is Flow-Pro® FPMB5-978 melt blown cartridge.
Systems are designed for use with municipal and well water.
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R24 Series Commercial RO Systems

Three models and two design options for flow rates up to 15 GPM.

Standard features (package #1)

¢ Powder coated steel frame + Adjustable recycle line

¢ FRP multi-port pressure vessels * Pre-filter pressure gauges

= Pre-filter housing and cartridge (20" B-B) = Pump discharge pressure gauge

= Webtrol® multi-stage centrifugal pump ¢« Flow meter for product water

« Automatic inlet valve = Flow meter for reject water

« Low-pressure shut-off with auto restart ¢ Flow meter for recycle water

e Tank level input s Check valve for product water

* Pretreatment interlock input * Sample valves for product water

* On/ off switch

Specifications Additional features included with package #2
Feed water connection 1" FNPT
Product water connection 1" FNPT " i ¥ '
B inal /a5t donnbetibn Y& ENPT CI-1000 electronic coqtrpller with
Feed water pressure requirement (min.) 10 PSIG product water conductivity meter and
Drain requirement {maximum) 17, 21, 25 GPM alarm output
ﬁ?:;:ﬂa‘ requirement 230\"‘;3’50“2 « Programmable concentrate auto flush
Amps 20
Models

R24-08-1111000 1 75/TEFC | B0%-75% : 98% 96"x24"x72"

R24-08-1131100 2 10 7.5(TEFC | 60%-75% 4" x 40" 2:1:1 17 98% 96"x24"x72" 800
R24-10-1111000 1 12.5 75TEFC | 60%-75% 4" x 40" 2:2:1 21 98% 96"x24"x72" 900
R24-10-1131100 2 12.5 75/TEFC | 60%-75% 4" x 40" 2:2:1 21 98% 96"x24"x72" 900
R24-12-1111000 1 15 75/TEFC | 60%-75% | 4" x 40" 3:2:1 25 98% 96"x24'x72" | 1000
R24-12-1131100 2 15 75/TEFC | 60%-75% | 4'x40" 3:2:1 25 98% 96"x24"x72" | 1000

*At 65% recovery.

Notes: Performance specifications are based on 77°F feed water, 3 SDI or less, TDS below 1000 and pH of 8. Please see water temperature
conversion charts to determine actual production rate for each installation. Chlcrine reduction and other pretreatment may be required.
Membrane rejection rates are based on membrane manufacturer's specifications. Pre-filter is 20" Full-Flow plastic housing and Flow-Pro®
FPMB-BB5-20 melt blown filter cartridge. Systems are designed for use with municipal and well water
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