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RO Storage Tanks

TK-PRO-1-SS8 TK-AM002U
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TK-PRO-4-SS  TK-PRO-4-SS-B TK-PRO4000W TK-PRO-14W TK-PRO-14U TK-AMO014

Metal tanks

[TK-PRO-1-88

0.5
TK-PRO-2-SS [ 2 8" 13" 1/4" White NSF 58 8
A - T B T
TK-PRO-2-SS-W12 | 2 8" 18 1/2" ~ White NSF 58 -
TK-PRO-3-88 3 S 14" 1/4" White NSF 58 T
TK-PRO-4-S5 4 I 14" 1/4" White = NSF58/CE | 10
TK-PRO4-SSB | 4 | 11* | 14" 14" ‘Black | NSF 58 [ 10
TK-PRO-4-85-U 4 (EE 14" 1/4" Blue NSF 58 BT
TK-PRO-6W 6 2" 16" /4" White NSF 58 i i
' TK-PRO-10W 10 16" 19" 1/4" White NSF 58 [ 20
R - - = e e e
TK-PRO-14W14 14 15" 23" 1/4" White NSF 58 o7
TK-PRO-14U 14 15" 23" 1/4" Blue NSF58 | 27
| TK-PRO-14U34 14 15" 23 3/4" Blue NSF 58 [ oF
| TK-PRO-20U 20 15" 30’ 34" | Blue NSF 58 37
| TK-PRO-20A34 20 15" 30" 3/4" Almond NSF58 | &7

Plastic tanks

'ROPRO4-W S N 20" | 1/4" | White | NSF58 (100 psi) 10
ROPRO4-K 4 9" 20" 1/4" Blue NSF 58 (100 psi) 10
'ROPRO4-B | 4 9" 20" 1/4" | Black | NSF 58 (100 psi) 10
PHOAC . ] & o e ] White NSF 58 (50 psi) 10
TK-PRO400OW | 4 o 14" 114" White NSF 58 (50 psi) 10
TK-PRO4000U R 14" 1/4" Blue NSF 58 (50 psi) 10

NOTE: All tanks are individually boxed.
Tank valves

TK-PRO-14W | Tank ball valve kit for TK-PRO-14W (3/8" tube)
TL-PRO-20.W Tank ball valve kit for TK-PRO-20U (3/8" tube)
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Residential RO Membranes

Top quality membranes for residential reverse osmosis systems.

Watts® residential membranes (

W-1812-24

Tap water

1.8”

thin film composite

115

24

25

W-1812-36 Tap water 1.8" 1175 36 25
W-1812-50 Tap water 1.8” 11.75° 50 25
W-1812-75 Tap water 1.8" 11.75" Fis 25
W-1812-100 Tap water 1:8% 11758 100 25

Note: W-1812-100 membranes are packaged in preservative and should be kept in a cool environment if stored for a prolonged period of time.

Watts membrane specifications

Membrane type TCF TCF TCF TCF TCF
Material Polyamide Polyamide Polyamide Polyamide Polyamide
Charge Negative Negative Negative Negative Negative
Configuration Spiral-wound Spiral-wound Spiral-wound Spiral-wound Spiral-wound
Salt rejection 96% 96% 96% 96% 96%
Max. operating temp. 113°F/45°C 113°F / 45°C 113°F / 45°C 113°F/ 45°C 113 F/45°C
Max. operating pressure 125 psi 125 psi 125 psi 125 psi 125 psi
Max. turbidity (NTU) 1 1 1 1 1

Max. SDI 5 5 5 5 5

pH range 3-10 3-10 3-10 3-10 3-10
Flux 24 gpd 36 gpd 50 gpd 75 gpd 100 gpd

Note: Specifications based on 77°F (25°) temperature and 60 psid pressure.

TW30-1812-24

Tap water

1.8

11.78°

24

25
TW30-1812-36 Tap water 1.8 11.757 36 25
TW30-1812-50 Tap water 1.8 kT 50 25
TW30-1812-75 Tap water 1.8” 11.75" 75 25
CTA-16 Desal chlorine tolorent 11.25” 16 25
BRI
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Residential RO Membranes

TFCDry 1.8"x12" 30GPD@60PSI/45GPD@ 100PSI |

MM-TFF30/45

MM-TFF45/75 TFC Dry 1.8"%12" 45GPD@60PSI/75GPD@100PSI 25

MM-TEF60/105 TFC Dry 1.8"x12" 60GPD@60PSI/105GPD @ 100PSI 25

MM-TFF90/160 TEC Dry 1.8"x12" 90GPD@60PSI/160GPD @ 100PSI 25
™

Intellifil (1.8" x 12")

'POU-210200 TUUGA e ' 10 GPD 25
POU-210201 CA 18 x12" 16 GPD 25
POU-210202 CA 18" x 12" 20 GPD 25
POU-210203 TF 18 x 12" 15 GPD 25
POU-210204 TF T8 x 12" 25 GPD 25
POU-210205 TF 18 x 12" 35 GPD 25
POU-210206 TF 18 x 12" 50 GPD 25
POU-210207 : TF 18" x 12" 75 GPD 25
POU-210208 TF 1.8 x 12" 100 GPD 25
POU-210209 TF 1.8 x 12" 150 GPD 25

GE (1.8" x 11.75")

'MM-TFMO18 | TFCDry e " 18GPD 25

MM-TFMO025 TFC Dry 1.8"'x12" 25GPD 25

MM-TFMO35 TFC Dry 1.8"x12" 35GPD 25

MM-TFMO050 TFC Dry 1.8"x12" 50GPD 25

MM-TFMO75 TFC Dry 1.8"x12" 75GPD 25

MM-TFM100 TFC Dry 1.8"x12" 100GPD 25

MM-TFM150 TFC Dry 1.8"x12" 150GPD 25
R
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